CLAIMS 



What is claimed to be new and desired to be protected by Letters Patent is 
set forth in the appended claims. 

1 . A towel attachment device comprising: 

a) a towel including an eyelet extending therethrough; 

b) a clasp for releasably securing said device to clothing of a user, said 
clasp forming an S-Clip including a first side clip for releasably securing 
said clasp to the clothing and a second side clip; and 

c) means for releasably attaching said towel and said clasp wherein said 
attaching means passes through said eyelet and is releasably secured to 
said second side clip thereby releasably securing said towel to the 
clothing via said attachment means and said clasp when said first side 
clip is secured to the clothing. 

2. A towel attachment device as stated in Claim 1, wherein said S-Clip is 
constructed of a rigid material so as not to lose shape. 
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A towel attachment device comprising: 

a) a towel including an eyelet extending therethrough; 

b) a clasp for releasably securing said device to clothing of a user, said 
clasp comprising a retractable wire clip including a wire housing case; a 
wire positioned within said wire housing case; and a clip connected to 
said wire housing case, whereby said clip releasably secures said clasp 
to the clothing of a user, said retractable wire clip further comprising a 
hollow ball positioned at a bottom side of said wire housing case and 
connected to an end of said wire, said hollow ball having a recess 
extending therethrough; and 

c) means for releasably securing said towel and said clasp wherein said 
attaching means passes through said eyelet and is releasably secured to 
said retractable wire clip via said recess in said hollow ball, thereby 
releasably securing said towel to the clothing via said attachment means 
and said clasp when said clip is secured to the clothing, wherein upon 
exertion of a force on said hollow ball causing said wire to extend from 
said wire housing case and thereby allowing said towel to extend from 
said clasp. 
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A towel attachment device comprising: 

a) a towel including an eyelet extending therethrough; 

b) a clasp for releasbly securing said device to clothing of a user, said clasp 
comprising a single sided hook, said single side hook including a main 
body cylinder, a moveable button extending from said main body 
cylinder, a hook extending from one side of said main body cylinder and 
a latch movable between a first closed position and a second open 
position for releasably securing the clothing within said hook, said 
moveable button controlling movement of said latch between said first 
closed position and said second open position, said main body cylinder 
including a recess extending therethrough on a side opposite said hook 
and said latch; and 

c) means for releasably attaching said towel and said clasp wherein said 
attaching means passes through said eyelet of said towel and further 
passes through said recess thereby releasably securing said towel to the 
clothing via said attachment means and said clasp when said clothing is 
received within said hook and said latch is in said first closed position. 
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A towel attachment device comprising: 

a) a towel including an eyelet extending therethrough; 

b) a clasp for releasably securing said device to clothing of a user, said 
clasp forming a double sided attachment hook, said double sided 
attachment hook including a main body cylinder, a first hook extending 
from a first side of said main body cylinder, a first latch movable 
between a first position providing access to said first hook and a second 
position preventing access to said second hook and a first moveable 
button for controlling movement of said first latch between said first 
position wherein the clothing can be received within said hook and said 
second position wherein the clothing can be releasably secured within 
said hook and a second hook extending from a second side of said main 
body cylinder, a second latch movable between a first position providing 
access to said second hook and a second position preventing access to 
said second hook and a second moveable button for controlling 
movement of said second latch between said first and second positions; 
and 
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c) means for releaseably attaching said towel and said clasp wherein said 
attaching means pass through said eyelet and is releasably secured 
within said second hook when said second latch in said second position 
thereby releasably securing said towel to the clothing via said 
attachment means when said first latch is in the second position and the 
clothing is received within said first hook. 

A towel attachment device comprising: 

a) a towel including an eyelet extending therethrough; 

b) a clasp for releasably securing said device to clothing of a user, said 
clasp comprising a carabiner, said carabiner including a C-shaped 
member and a latch pivotally connected to said C-shaped member, said 
latch being movable between a first closed position and a second open 
position, whereby when said latch is in said second open position, 
clothing is receivable within said C-shaped member and said C-shaped 
member is caused to extend through said eyelet, wherein said towel is 
releasably secured to the clothing upon movement of said latch into said 
first closed position via said carabiner. 
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7. A towel attachment device comprising: 

a) a towel including an eyelet extending therethrough; 

b) a clasp for releasably securing said device to clothing of a user, said 
clasp comprising a material attachment clip, said material attachment 
clip including a closed U-shaped ring; a first piece of material extending 
through said closed U-shape ring; and a second piece of material 
including an adhesive layer on a first side thereof, said adhesive layer 
securing said U-shaped ring between said first and second pieces of 
material, a first fastener positioned on one end of said first piece of 
material and a second fastener positioned on said second piece of 
material whereby when said first and second pieces of material are 
threaded through clothing of a user and said first and said second 
fasteners are brought together, said clasp is releasably secured to the 
clothing, whereby when said U-shaped ring passes through said eyelet 
said towel is releasably securing to the clothing via said clasp. 

8. A towel attachment device as stated in Claim 7, wherein said first and said 
second pieces of material are formed from a durable, flexible material 
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9. A towel attachment device as stated in Claim 7, wherein said fasteners are at 
one of hook and loop fasteners, a snap, a button, and a magnet. 
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